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Self-drilling screws JT4/JT9
A2/A4 stainless steel

Ø 
 [mm]

Length 
 [mm]

Clamp thickness
 [mm]

PU
Price/100

[EUR]
Order description Article number

JT4 made of A2 stainless steel without sealing washer

5.5 22 0 - 10 1,000 JT4-6-5.5x22 7 380 508 301

5.5 30 0 - 18 500 JT4-6-5.5x30 7 380 509 301

JT4 made of A2 stainless steel with sealing washer E14, Ø 14 mm

5.5 22 0 - 7 1,000 JT4-6-5.5x22-E14 3 502 109 460

5.5 30 0 - 15 500 JT4-6-5.5x30-E14 3 502 309 461

JT4 made of A2 stainless steel with sealing washer E16, Ø 16 mm

5.5 22 0 - 7 500 JT4-6-5.5x22-E16 3 502 111 460

5.5 30 0 - 15 500 JT4-6-5.5x30-E16 3 502 311 461

JT9 made of A4 stainless steel without sealing washer

5.5 22 0 - 10 1,000 JT9-6-5.5x22 7 380 508 341

Application Range 

 l ���)�D�V�W�H�Q�L�Q�J���D�O�X�P�L�Q�L�X�P���S�U�R�„�O�H�V���W�R���D�O�X�P�L�Q�L�X�P��

�V�X�E�V�W�U�X�F�W�X�U�H���€�������P�P

Properties

 l �$�����$�����V�W�D�L�Q�O�H�V�V���V�W�H�H�O

 l Stainless steel sealing washer

 l �3�U�H���D�V�V�H�P�E�O�H�G���V�H�D�O�L�Q�J���Z�D�V�K�H�U

EJOT® stainless steel SAPHIR self-drilling screw (JT4/JT 9)-6-5.5

Technical Data

Drilling capacity tI + tII 2.0 + 4.0 mm 

Drive Hexagon AF8

�7�H�V�W���F�H�U�W�L�„�F�D�W�H
P-043609

AF8

J4/J9

Cross reference 
Accessories
Metal screwdriver SCS 6.3

Approval
ETA-10/0200

Note
See relevant annexes of European 
technical approvals at the following 
pages.

Please download complete Euro-
pean technical approvals at our 
website:

www.bau.ejot.com

Minimum 
tensile strength  

Ø
mm

kN

5.5 11.5

Minimum 
shear strength 

Ø
mm

kN

5.5 7.5

 EJOT Ibérica, SLU – C/Chile 4, Ed. II, Of. 30 – 28290 Las Rozas, Madrid 
Teléfono: +34 916 300 822 – Fax: +34 911 383 815 – info@ejot.es – www.ejot.es  

 www.ejot.es 



EJOT Baubefestigungen GmbH ·  In der Stockwiese 35 · 57334 Bad Laasphe, GERMANY
phone +49 2752 908-0 · fax +49 2752 908-731 · bau@ejot.de · www.ejot.com

Self-drilling screws JT4/JT9
A2/A4 stainless steel
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