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Autotaladrantes JF3/JT3

Acero inoxidable A2 con punta de taladro en acero cementado

Tornillo autotaladrante EJOT® SUPER-SAPHIR JT3-FR-6-5,5

con cabeza redondeada

L FLECRNELD Uds Descripcion Ne° articulo
[mm] [mm] [mm]
Arandela de sellado E11,0 11 mm
5¥5) 25 0-7 1.000 JT3-FR-6-5,5x25-E11 3592 269 368
515 35) 0-17 500 JT3-FR-6-5,5x35-E11 3592 569 368

Rango de aplicacion
Fijaciéon de chapas onduladas de acero a
subestructuras de acero de 1,5 -5 mm
Fijacion de chapas onduladas de aluminio
a subestructuras de acero / aluminio de
1,5-5mm

Propiedades
Acero inoxidable A2 con punta cementada
Arandela de estanquidad de acero
inoxidable
Arandela de estanquidad premontada

Informacién técnica
Capacidad de taladro t +t,
Accionamiento

Www.

Resistencia min.
tension

<l >

kN
mm

55 10,0

EJOT Ibérica, SLU - C/Chile 4, Edif. Il, Oficina 30 - 28290 Las Rozas (Madrid)

Teléfono: +34 916 300 822 - email: info@ejot.es - www.ejot.es

Resistencia min. a
cortante

1,0+ 5,0mm
TORX® T25

Rost
fre

STAINLESS STEEL

Aprobacion
ETA-10/0200
ETA-13/0177

Referencias cruzadas

Accesorios

Herramienta EJOT® FR
Atornilladora con baterfas ASCS 6,3

Nota

Ver los anexos de la Evaluacion
Técnica Europea en las siguientes
paginas.

Descargue el documento completo
de la Evaluacion Técnica Europea en
nuestra web.

www.ejot.es

EJOT?® La fijacion de calidad



Autotaladrantes JF3/JT3

Acero inoxidable A2 con punta de taladro en acero cementado

Page 65 of European technical approval Deutsches
ETA-10/0200 of 27 June 2013 Institut
fiir
English translation prepared by DIBt Bautechnik
@16 =16 =16
CHD.5 #10.5 212 Materials

Fastener: stainless steel {1.4301}) - EN 10088,
stainless steel (1.4404) - EN 10088

Washer: stainless steel {1.4301) - EN 10088
Component |: $280GD, $320GD or 335060 - EN 10348

Companent [I: S235, S275 or 8355 - EN 10025-1
5280GD, 5320G0 or 5350GD - EN 10346

Drilling capacity

Zt, £ 6,00 mm

Timber substructures

AF8

no performance determined

by [Mm] 1.50 | 200 ] 2,50 | 3.00 4 .00 — 2x1,50 —
M nom 3 Nm — S Hm —
050 — — — — — — — — — — — — — — — —
055 — — — - | — — _- - — - | — — _- - — —
= 083|210 ac |240 ac |260 ac |280 ac (290 ac — — | 240 ac — —
E_ 075|250 — |280 ac |30 ac 3,30 ac |330 ac — — |3.10 ac — —
Z 088|290 — 320 — |340 ac |3,70 ac |370 ac — — |3.,70 ac — —
_‘c:p 1001310 — |2340 — (400 — |420 ac [420 ac — — |370 — — —
g 1131330 — |380 — |a50 — |480 — |d480 — | — — 370 — — —
E 125|340 — |390 — 470 — |480 — |490 — | — — |370 — — —
> 150(380 — |440 — |500 — [550 — |550 — — — |3.70 — — —

1751380 — |440 — |S500 — |550 — |550 — | — — |3.70 — — —

2001380 — |440 — |500 — 350 — |530 — — |3.70 — —

0501082 ac 1130 ac 1130 ac 11,30 ac 1130 ac —_ — 1130 ac —_ —_

0,551,166 ac [1.64 c (164 ac |154 ac |164 ac — — | 164 ac — —
= 06831170 ac |240 ac |240 ac |240 ac |240 ac | — — | 240 ac — —
E 075170 — |280 ac |290 ac (290 ac |290 ac — — | 2,70 ac — —
F 088|170 — |260 — |350 ac (350 ac |350 ac — — |2,70 ac —_ —_
& 100170 — |280 — 3550 — [4,10 ac [4,10 ac — — |270 — — —
g 113|170 — |280 — |350 — |40 — [|410 — — — |270 — — —
E 125|170 — |280 — |3.50 — |40 — [|410 — | — — |270 — — —
Z 150|170 — |260 — |350 — |450 — |450 — — — |2.70 — — —

175170 — |260 — |350 — |450 — |450 — | — — |270 — — —

2000170 — |2680 — |350 — [450 — |450 — | — — |270 — — —

Self drilling screw

JT3-8-55xL
JT8-8-55x L
JT3-FR-8-55x L
JT8-FR-8-55x L

wilh hexagen head or round head with Tor«® drive system and sealing washer =
@316 mm

Annex 52

Z56763.13
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Autotaladrantes JF3/JT3 ®
Acero inoxidable A2 con punta de taladro en acero cementado

Page 66 of European technical approval Deutsches

ETA-10/0200 of 27 June 2013 Institut D I B
fiir t

English translation prepared by DIBt Bautechnik

Materials
Fastener: stainless steel (1.4301 / 1.4567) — EN 10088
stainless steel (1.4401 / 1.4578) — EN 10088

Washer: stainless steel (1.4301) — EN 10088
with vulcanised EPDM seal

Component |: aluminium alloy
with Rmmin = 165 N/mm2 — EN 573

Component II: aluminium alloy
with Ry, min = 1656 N/mm? — EN 573

Drilling capacity It 6,50 mm

Timber substructures
for timber substructures no performance determined

oy = 200 | 250 | 300 | 400
e = -
0501071 ac |071 ac |0F1 ac |071 ac
060/088 ac [0 ac |093 ac |093 ac
, 070|107 ac |11 ac (115 ac |15 ac
E 0801125 ac |1.31 ac |[1,36 ac |1.36 ac
S5 090[143 ac (151 ac |1.58 ac |158 ac
>aé 1.00(161 ac [1,71 ac |1.80 ac |1.80 ac
1200180 - 183 - (2068 - 217 ac
150|208 - |227 - |245 - |272 a
2001256 - |283 - 310 - |363 a
]
= 1,03 1,68 233 3,62
z

Full-through resistance of component | according to EN 1899-1-4, chapter 8.3.3.1 or specifications of the
manufacturer of the aluminium structural sheeting.

Self-drilling screw

JT3-6-5,5xL JT6-8-5,5xL
JT3-FR-6-5,5xL JT6-FR-6-5,5xL

With hexagon head or FR-head and seal washer = 2 11,0 mm

Annex 53

Z56764.13 8.06.02-186/12
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Autotaladrantes JF3/JT3 ®
Acero inoxidable A2 con punta de taladro en acero cementado

Page 67 of European technical approval Deutsches

ETA-10/0200 of 27 June 2013 Institut D I B
fiir t

English translation prepared by DIBt Bautechnik

Materials
Fastener: stainless steel (1.4301 / 1.4567) — EN 10088
stainless steel (1.4401 / 1.4578) — EN 10088

Washer: stainless steel (1.4301) — EN 10088
with vulcanised EPDM seal

Component I: aluminium alloy
with Ry, min = 215 N/mm?2 — EN 573

Component II: aluminium alloy
With Ry min = 215 N/mm2 — EN 573

Drilling capacity 2t <6,50 mm

Timber substructures

for timber substructures no performance determined

fa = 2,00 2,50 3,00 4,00
M.no_m= —

0501093 ac [093, ac |093 ac |093 ac
0pBoOl1,18 ac |1,19 ac 1,21 ac |1.21 ac
0701139 ac 145 ac |150 ac |1,50 ac
0801163 ac [1,70 ac |1,78 ac |1.78 ac
080|186 ac |196 ac |207 ac |207 ac
100(2,089 ac [222 ac |235 ac |235 ac
1201234 - 2,51 - 285 - |272 ac
16501271 - |295 - |318 - |348 a
2001333 - |3.68 - 403 - |43 a

WVaxfor tyy

135 2,20 3,04 4,73

Neuk

Pull-through resistance of component | according to EN 1993-1-4, chapter £.3.3.1 or specifications of the
manufacturer of the aluminium structural sheeting.

Self-drilling screw

JT3-6-5,5xL JT6-6-5,5xL Annex 54
JT3-FR-6-5,5xL JT6-FR-6-5,5xL
With henagon head or FR-head and seal washer = 2 11,0 mm

Z56764.13 8.06.02-186/12
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Autotaladrantes JF3/JT3 ®
Acero inoxidable A2 con punta de taladro en acero cementado

Page 68 of European technical approval Deutsches

ETA-10/0200 of 27 June 2013 Institut D I B
fiir t

English translation prepared by DIBt Bautechnik

Materials
Fastener: stainless steel (1.4301 / 1.4567) — EN 10088
stainless steel (1.4401 /1.4578) — EN 10088

i Washer: stainless steel (1.4301) — EN 10088
| with vulcanised EPDM seal
Component I: aluminium alloy

with Ry, min = 165 N/mm?2 — EN 573
Component II: S235 — EN 10025-1

S280GD, S320GD — EN 10346

Drilling capacity 2t < 6,50 mm

Timber substructures

for timber substructures no performance determined

tan = 1,50 1,75 2,00 2,50 3,00 400 | . 2x1 50
Mt.nom= —
0501071 ac (071 ac |071 ac |071 ac |071 ac |071 ac - - 071 ac
0601081 ac |091 ac |091 ac |092 ac |093 ac |083 ac - - |091 ac
" 0701110 ac (1,11 ac |112 ac |113 ac |115 ac |1,15 ac - - |10 ac
Z 0801130 ac (1,31 ac |1.32 ac |134 ac (1.36 ac (136 ac | - - |30 ac
_§ 090|145 ac (151 ac |1.53 ac |155 ac |[158 ac |15 ac - - 1149 ac
;é 1000169 ac |1.71 ac |1.783 ac |1.76 ac |180 ac |180 ac - - 169 ac
12001168 - |1,79 - |180 - |19F - |206 - [|217 ac - - 1189 -
1501169 - |1,02 - |215 - |230 - |245 - |272 a - - 1189 -
2001188 - (243 - |25 - [|283 - |310 - |3B2 a - - 1188 -
I
% 1,70 2,15 2,80 3,50 4,50 4,50 - 2.70
=

Pull-through resistance of component | according to EN 1993-1-4, chapter £.3.3.1 or specifications of the
manufacturer of the aluminium structural sheeting.

Self-drilling screw

JT3-6-5,5xL JT6-6-5,5xL
JT3-FR-6-5,5xL JT6-FR-6-5,5xL
With henagon head or FR-head and seal washer = 2 11,0 mm

Annex 55

Z56764.13 8.06.02-186/12
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Autotaladrantes JF3/JT3 ®
Acero inoxidable A2 con punta de taladro en acero cementado

Page 69 of European technical approval Deutsches

ETA-10/0200 of 27 June 2013 Institut D I B
fiir t

English translation prepared by DIBt Bautechnik

Materials
Fastener: stainless steel (1.4301 / 1.4567) — EN 10088
stainless steel (1.4401 / 1.4578) — EN 10088

Washer: stainless steel (1.4301) — EN 10088
with vulcanised EPDM seal
Component I: aluminium alloy
with Ry, min = 215 N/mm?2 — EN 573

Component II: S235 — EN 10025-1
S5280GD, S320GD — EN 10346

Drilling capacity 2t <6,50 mm

Timber substructures

for timber substructures no performance determined

g = 1,50 1,75 2,00 2,50 3,00 400 | . 2x1 50
Mt.nom= —
05010983 ac (093 ac |0%2 ac |093 ac |093 ac |093 ac - - 093 ac
0601118 ac |1,19 ac |1.19 ac |120 ac |[121 ac |1.21 ac - - 1,18 ac
" 0701144 ac (1,45 ac |146 ac |1486 ac |150 ac |1,50 ac - - 144 ac
Z 0801189 ac (1,71 ac |1.72 ac |1.75 ac (1.78 ac (178 ac | - - |89 ac
_§ 090|185 ac (197 ac |1.9% ac |203 ac |207 ac |207 ac - - 185 ac
;é 1000220 ac |223 ac |225 ac |230 ac |235 ac |235 ac - - 1220 ac
12001220 - |232 - |245 - |258 - |29 - |272 ac - - 220 -
1500220 - |245 - |279 - |289% - [318 - 348 a - - 1220 -
2001220 - (2687 - 333 - [|3B3 - |403 - |47 a - - 2.2 -
I
% 1,70 2,15 2,80 3,50 4,50 4,50 - 2.70
=

Pull-through resistance of component | according to EN 1993-1-4, chapter £.3.3.1 or specifications of the
manufacturer of the aluminium structural sheeting.

Self-drilling screw

JT3-6-55xL  JT6-6:5,5xL Annex 56
JT3-FR-6-5,5xL JT6-FR-6-5,5xL
With henagon head or FR-head and seal washer = 2 11,0 mm

Z56764.13 8.06.02-186/12
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Autotaladrantes JF3/JT3

Acero inoxidable A2 con punta de taladro en acero cementado

Page 16 of European technical approval
ETA-13/0177 of 26 April 2013

English translation prepared by DIBt

Deutsches
Institut

fiir
Bautechnik

Materials:

Fastener: stainless steel (1.4301) - EN 10088
stainless steel (1.4401) — EN 10088

Washer: stainless steel (1.4301) — EN 10088

Component [; $280GD - EN 10346
Component ll: $235, $275 or S355 —~ EN 10025-1

$280GD, $320GD or $350GD —~EN 10346

Drilling capacity: Tty + 1) 6,5 mm

AR N s .
35,46 i’: ‘ Timber supporting structures:
T @) No performance determined
N
tn1, thz, d, D tu [mm]
[mm] 1,50 | 20 | 250 | 300 | 400 | 500 | — - -
040 | 060 | 060 | 060 | 060 | 060 | 080 - = —
0,50 1,50 1,50 1,50 1,50 1,50 1,50 —_ — —
g 0,55 1,50 1,50 1,50 1,50 1,50 1,50 _— — —
“; 0,63 1,60 1,60 1,60 1,60 1,60 1,60 _ — —_
>‘x 0,75 2,70 2,70 2,70 2,70 2,70 2,70 — — —
0,88 2,70 2,70 2,70 2,70 2,70 2,70 —_ —_ —
1,00 2,70 2,70 2,70 2,70 2,70 2,70 — — —
040 | 1,57 | 157 | 157 [ 157 [ 157 [ 157 | — == -
050 | 1,70 | 1,70 | 1,70 | 1,70 | 170 [ 1,70 | — - _
g 0,55 2,00 2,00 2,00 2,00 2,00 2,00 — — —
"; 0,63 1,90 2,20 2,20 2,20 2,20 2,20 — —_ —
= 0,75 1,90 2,60 3,40 3,40 3,40 3,40 — — —
088 [ 1,9 | 260 | 410 | 410 | 410 | 410 | — = ==
1,00 | 1,90 | 260 | 420 | 490 | 49 |49 | — = ==
40 20,0 155 7,0 7,0 7.0 6,0 _ —_ —
50 23,0 18,5 9,0 9,0 8,5 7,0 —_— —_ —
—_ 60 26,0 21,5 11,0 11,0 10,0 8,0 — —_— —_
E 70 28,5 24,0 13,5 13,5 13,0 11,0 — —_ —_
B 80 315 | 270 | 160 | 160 | 150 | 13,0 — — —
3 100 37,5 33,0 21,5 21,5 19,0 16,0 — —_ —_
& 120 40,0 38,5 27,0 27,0 23,0 20,0 — — —_
140 40,0 40,0 32,5 325 26,0 23,0 — —_ —_
2160 | 400 40,0 32,5 32,5 26,0 23,0 — — e
Mt‘nam [Nm]

Self drilling screw

EJOT® JT3-6-5,5 x L
EJOT® JT3-FR-6-5,5 x L.

with sealing wahser = @ 16 mm

EJOT® JT6-6-5,5 x L.
EJOT® JTB-FR-6-5,5 x L

Annex 6

Z36918.13
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Autotaladrantes JF3/JT3

Acero inoxidable A2 con punta de taladro en acero cementado

ETA-13/0177 of 26 April 2013

English translation prepared by DIBt

Page 17 of European technical approval

Deutsches
Institut

flir
Bautechnik

Materials:

Fastener:

Washer:

stainless steel (1.4301) — EN 10088
stainless steel (1.4401) — EN 10088

stainless steel (1.4301) — EN 10088
Component [: S320GD or S350GD — EN 10346

Component ll: 8235, 8275 or S355 ~ EN 10025-1
S280GD, S320GD or S350GD —~ EN 10346

Drilling capacity:

T + 1) < 6,50 mm

Timber supporting structures:

No performance determined

tn, tnz, d, D ty [mm]
[mm] 1,50 | 2,00 | 250 | 3,00 | 400 | 500 | —
040 | 065 | 065 | 065 | 065 | 065 | 065 | —
050 | 160 | 160 | 160 | 160 | 160 | 180 | —
g 0,55 1,70 1,70 1,70 1,70 1,70 1,70 —_
':: 0,63 1,80 1,80 1,80 1,80 1,80 1,80 —
= 0,76 2,80 2,80 2,80 2,80 2,80 2,80 —
0,88 2,80 2,80 2,80 2,80 2,80 2,80 —_
1,00 2,80 2,80 2,80 2,80 2,80 2,80 —
0,40 | 170 | 1,70 | 1,70 | 1,70 | 1,70 | 1,70 | —
0,50 1,90 1,80 1,90 1,90 1,90 1,90 —_—
g 0,55 1,90 2,10 2,10 2,10 2,10 2,10 —
: 0,63 1,90 2,40 2,40 2,40 2,40 2,40 —
z 0,75 1,90 2,60 3,60 3,60 3,60 3,60 —
0,88 1,90 2,60 4,20 4,50 4,50 4,50 —
1,00 1,90 2,60 4,20 5,00 5,00 5,00 —
40 | 200 | 155 | 70 | 7.0 | 70 | 60 | —
50 23,0 18,5 9,0 9,0 8,5 7,0 —_
— 60 26,0 21,5 11,0 11,0 10,0 8,0 —
E 70 |285 | 240 | 135 | 135 | 130 | 110 | —
? 80 SIS 27,0 16,0 16,0 15,0 13,0 —_
5 100 SiAS 33,0 21,5 21,5 19,0 16,0 —
e 120 | 400 | 385 | 27,0 [ 270 | 230 | 200 —_
140 40,0 40,0 32,5 32,5 26,0 23,0 —
2160 | 40,0 40,0 32,5 32,5 26,0 23,0 —

Me.nom [Nm]

Self drilling screw

EJOT® JT3-6-5,5 x L
EJOT® JT3-FR-6-5,5 x L.

EJOT® JT6-6-5,5 x L

EJOT® JT6-FR-6-5,5 x L
with sealing wahser =2 @ 16 mm

Annex 7

723691813
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