EJOT® SUPER-SAPHIR - tornillo
autotaladrante JT3-2H-Plus-5,5

Para fijar solapes de chapas perfiladas de acero o aluminio

®
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Autotaladrantes JF3/JT3

Acero inoxidable A2 con punta de taladro en acero cementado

EJOT® SUPER-SAPHIR - tornillo autotaladrante JT3-2H-Plus-5,5

@ Longitud Espesor de fijado

L e
[mm [mm [mm] Uds Descripcion Ne articulo
Arandela de sellado E16, 0 16 mm
5,5 25 0-7 500 JT3-2H-Plus-5,5x25-E16* 3592211 391
515 30 0-11 500 JT3-2H-Plus-5,5x30-E16 3592311391
5,5 35 0-16 500 JT3-2H-Plus-5,5x35-E16 3592511 391
Arandela de sellado E22, @ 22 mm
5,5 25 0-7 500 JT3-2H-Plus-5,5x25-E22* 3592213 391
515 30 0-11 500 JT3-2H-Plus-5,5x30-E22 3592313 391
5,5 35 0-16 500 JT3-2H-Plus-5,5x35-E22 3592513 391
*JT6 fabricado en acero inoxidable A4 , bajo peticion
Area de aplicacién Informacion técnica
Para fijar solapes de chapas perfiladas de Capacidad de taladro t + 1, 1,5+2,0mm
acero o aluminio Accionamiento Hexagonal SW8
Fijaciéon de chapa perfilada de acero / alumi- WWwW Aprobacién
nio a sistemas de bandejas en fachada ' ETA-10/0200
Propiedades Referencias cruzadas
Acero inoxidable A2 con punta cementada Resistencia min. a Resistencia min. a Accesorios
tensién cortante Atornilladora con baterias ASCS 6,3

Arandela de estanquidad de acero inoxidable
Arandela de estanquidad premontada

Zona libre de rosca (giro libre) bajo la cabeza

para cosido de solapes * Nota
0 0 Ver los anexos de la Evaluacion
mm KN mm KN Técnica Europea en las siguientes
paginas.
55 10,0 5,5 75

Descargue el documento completo
de la Evaluacion Técnica Europea en
nuestra web.

www.ejot.es

EJOT Ibérica, SLU - C/Chile 4, Edif. Il, Oficina 30 - 28290 Las Rozas (Madrid)
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Autotaladrantes JF3/JT3

Acero inoxidable A2 con punta de taladro en acero cementado

Page 48 of European technical approval Deutsches
ETA-10/0200 of 27 June 2013 Institut

fiir
English translation prepared by DIBt Bautechnik

25 | Drilling capacity I, < 3,50 mm

=316
pids | Materials
(T-T1 Fastener: stainless steel {1.4301}) - EN 10088,
stainless steel (1.4404) - EN 10088
j— |
- = . FR-Hoad Washer: stainless steel {1.4301) - EN 10088
™ Mﬂi E— Component |: $280GD, S320GD or $350GD - EN 10346
« Companent |I: S235 - EN 10025-1
w] %d - 5280G0, S320G0D or S350GD - EN 10346
3.5
25.46

AF8

Timber substructures

no performance determined

AFB

fna (MmM]] 040 | 0,50 | 055 | 063 | 0,75 | 0,88 | 1,00 | 1,13 | 125 | 1,50 | 2,00
Mo TNm ZNm 2.5 Nm
050| 056 | 0,60 | 064 | 066 | 0,83 | 068 | 1,43 | 1,13 | 113 | 1,43 | 113
055| 058 | 067 | 073 | 078 | 084 | 108 | 125 | 125 | 125 | 125 | 125
= 063|060 [ 071 | 082 | 087 | 104 | 121 | 138 | 138 [ 1,38 | 138 | 138
£ o75| 062 | 074 [ 086 | 097 | 145 | 133 | 151 | 151 [ 1,51 | 151 | 151
Zz 08s| 062 | 074 | 088 | 102 | 142 | 204 | 287 | 267 | 267 | 267 | 267
§ 100 0oB2 0,74 088 1,06 1,56 215 2737 237 277 277 277
Z 113 082 [ 074 | 086 | 141 | 170 | 228 | 287 | 822 | 357 [ 392 | 392
< 125|062 | 074 [ 086 | 111 | 170 [ 228 | 287 | 322 [ 357 | 392 | 392
> 150| 062 | 074 | 086 | 141 | 170 | 228 | 287 | 322 | 357 | 392 | 382
1,75| 062 | 074 | 088 | 141 | 170 | 228 | 287 | 322 | 357 | 302 | —
200| 02 | 074 | 088 | 111 | 170 | 228 | 287 | 322 | 357 | 392 | —
0501 030 | 041 | 047 | 056 | 073 | 1068 | 140 | 148 | 148 | 148 | 148
055 030 | 041 | c47 | 056 | 073 | 108 | 140 | 165 | 185 | 165 | 165
= 063|030 041 | 047 | 056 | 073 | 108 | 140 | 171 | 183 [ 183 [ 183
E o075/ 030 | 041 | 047 | 056 | 073 | 106 | 140 | 1,71 | 199 | 223 | 223
F 088|030 | 041 | 047 | 056 | 073 | 108 | 140 [ 171 | 199 | 250 | 259
S 100| 030 | 041 | 047 | 056 | 073 | 108 | 140 | 171 | 198 | 259 | 259
Z 113|030 [ 041 [ 047 [ 056 | 073 | 106 | 140 | 171 | 1,99 | 259 | 259
= 125( 030 [ 041 [ 047 | 058 [ 073 [ 106 | 140 [ 171 [ 198 [ 259 | 250
Z 150 030 | 041 | 047 | 056 | 073 | 106 | 140 | 1,71 | 198 | 259 | 259
175| 030 | 041 | 047 | 056 | 073 | 1.06 | 140 | 1,71 | 180 | 250 | —
200| 030 | 041 | 047 | 056 | 073 | 108 | 140 | 171 | 199 | 259 | —

If both components | and Il are made of S320G0 or S350GD the values may be increased by 8.3%.

Self drilling screw

JT3-2H Plus - 55 x L
JT6-2H Plus - 5,5 x L
JT3-FR-2H Plus - 5,5 x L
JT&-FR-2H Plus - 5,5 x L

with undercut. hexagen head or round head with Torx® drive syslem and sealing
washer = @16 mm

Annex 35

Z56763.13
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Acero inoxidable A2 con punta de taladro en acero cementado
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5.3

AF8

AFB

FR-Head

Materials

Fastener: stainless steel {1.4301}) - EN 10088,
stainless steel (1.4404) - EN 10088

Washer: stainless steel {1.4301) - EN 10088

Companeni |1 S280GD, S320GD or S350GD - EN 10346

Companent [1: S235 - EN 10025-1
5280GD, 5320G0 or 5350GD - EN 10346

T25

Drilling capacity It, £ 3,50 mm

Timber substructures

no performance determined

we IMmM]] 2 x0,63 2x075 | 2x0388 Zx1.00 2x1.13 2x1.25
Miporm Z Nm 3Nm 4Nm
0,40 - — — — - —
0,50 - — — — — —
= 055 — — — — — —
£ o062 165 178 1,01 2.04 2,04 2,04
Z 075 1,65 2,60 2,76 292 2,92 2,02
é 0,868 185 2860 3,38 3,55 3,55 3,55
z 100 185 260 3,38 417 417 417
< 13 185 280 3,38 417 4,17 —
> 125 165 260 3,38 417 - -
1,50 185 2,60 3,38 417 - -
175 185 260 — — — —
0,40 1,01 TAE TAEB 148 1,48 1,48
0,50 1,01 165 1,65 165 1,65 1,65
= 055 1,01 178 1,83 183 1,83 1,83
£ 063 1,01 178 2,23 223 2,23 2,23
7 075 1,01 178 2,31 284 2,84 2,84
5 088 1,04 178 231 284 2,84 2,84
Zz 100 1,01 178 231 284 2,84 2,84
ERRRE 1,01 178 2.31 284 2,84 —
Z 125 1,01 178 2,31 284 - -
1,50 1,01 178 2,31 284 — -
175 1,01 1,78 — — — —

If both components | and Il are made of S320G0 or S350GD the values may be increased by 8.3%.

Self drilling screw

JT3-2H Plus - 55 x L
JT6-2H Plus - 5,5 x L

JT3-FR-2H Plus - 5,5 x L
JT&-FR-2H Plus - 5,5 x L

with undercut. hexagen head or round head with Torx® drive syslem and sealing
washer = @16 mm

Annex 36

Z756763.13
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Materials
=@11
T @12 2 Fastener: stainless steel (1.4301 / 1.4567) — EN 10088
| stainless steel (1.4401 / 1.4578) — EN 10088
WCEEST | | Washer: stainless steel (1.4301) — EN 10088
- i J with vulcanised EPDM seal
FR-Head Component |; aluminium alloy
with Rmmin = 165 N/mm2 — EN 573
Component II: aluminium alloy
with Ry, min = 165 N/mm?2 — EN 573

T25

Drilling capacity Z = 3,50 mm

Timber substructures
for timber substructures no performance determined

by = 0,40 0,50 0,60 0,70 0,80 0,90 1,00 1,20 1,50
My oo = —
o40(019 - (049 - |09 - (O49 - |O49 - |019 - |09 ac |0,19 ac [0,19 ac
050(019 - (027 - (032 - (037 - |043 - |048 - |053 ac |053 ac [053 ac
, O0s6ojo19 - |027 - (038 - (044 - (049 - (055 - 061 - 063 - |076 ac
z oroj0,19 - |027 - (038 - (050 - |0O55 - (062 - 068 - |074 - |099 ac
& 080|019 - (027 - (038 - (050 - |Og&1 - |069 - |06 - |084 - |122 ac
>3§' 09o0f019 - (027 - (038 - (050 - |01 - 076 - 083 - |095 - (134 -
Luuipu, e = [y - V.00 - u,Jv - v,01 - uv,ro - u,a1 - 1,uo - e
120(0,19¢ - |027 - |0O38 - (050 - |01 - |O76 - |O91 - (126 - |1,71 -
150|019 - |027 - |038 - |05 - |061 - |076 - |091 - |126 - |208 -
i
% 0,14 0,21 0,28 0,36 0,43 0,50 0,56 0,73 0,91
=

Full-through resistance of component | according to EN 1899-1-4, chapter 8.3.3.1 or specifications of the
manufacturer of the aluminium structural sheeting.

Self-drilling screw

JT3-2H Plus 5,5%L JTB-2H Plus 5,5%L Annex 39
JT3-FR-2H Plus 5,5xL JT6-FR-2H Plus 5,5xL

With hexagon head or FR-head and seal washer = 2 11,0 mm

Z56763.13 8.06.02-186/12
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Materials
Fastener: stainless steel (1.4301 / 1.4567) — EN 10088
stainless steel (1.4401 / 1.4578) — EN 10088
Washer: stainless steel (1.4301) — EN 10088
with vulcanised EPDM seal
Component |: aluminium alloy
with R min = 215 N/mm2 - EN 573
Component II: aluminium alloy
with R min = 215 N/mm2— EN 573
Drilling capacity It = 3,50 mm

ARR

Timber substructures

for timber substructures no performance determined

= 040 | 050 | os0 | o7o | os0 | 0% | 100 [ 120 | 150
nem = —
040024 - |o24 - |o24 - [o24 - [o24 - [024 - [0.24 ac [024 ac 024 ac
050[024 - |036 - [042 - |048 - |086 - |062 - [069 ac |063 ac |069 ac
, ©0#e0[o24 - 1035 - [os50 - [057 - (063 - [o7t - [o79 - [083 - [099 ac
=z 070{c24 - (035 - |050 - [oB5 - [072 - |08t - |086 - (096 - (129 ac
& 080|024 - |038 - (050 - [065 - |080 - |DS0 - 093 - [108 - |159 ac
£ 080]024 0.38 0.50 0.65 0.80 0.99 1,00 1,23 175
[N R ) - [ Ta) - u,ah - u.og - U0 - [ R-1-] - 1,10 - [Ty - 1.91 -
120|024 - |038 - (050 - |o85 - |080 - |pDge - [118 - [184 - |228 -
150/1024 - 1038 - (050 - |065 - |080 - (089 - [118 - |164 - |271 -
1l
: 0,19 028 0,37 047 0,56 0,65 0,73 095 1,19
=

manufacturer of the aluminium structural sheeting.

Full-through resistance of companent | according to EN 1599-1-4, chapter 8.3.3.1 or specifications of the

Self-drilling screw

JT3-2H Plus 5,5%xL JT6-2H Plus 5,5xL
JT3-FR-2H Plus 5,5xL JT6-FR-2H Plus 5,5xL

With hexagon head or FR-head and seal washer = 2 11,0 mm

Annex 40

Z56763.13
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Materials
* Fastener: stainless steel (1.4301 / 1.4567) — EN 10088
| stainless steel (1.4401 / 1.4578) — EN 10088
| 31 : Washer: stainless steel (1.4301) — EN 10088
i with vulcanised EPDM seal
Tled @417 Component |: aluminium alloy
with Rmmin = 165 N/mm2 — EN 573
Component II: S235 — EN 10025-1
S280GD, S320GD — EN 10346
_725 Drilling capacity 3,50 mm
ﬂ._\,l
ﬁl
Timber substructures
]
E. for timber substructures no performance determined
= 040 | o050 | 0683 | 075 | o088 | 100 [ 125 | 15 [ 200
e = -
g40|018 - (039 - |08 - |039 - 018 - |049 ac (019 ac [049 ac (019 ac
0.50]0.356 0.35 0.35 0.40 047 053 ac |063 ac |053 ac (053 ac
, 060[035 - |0d42 - 042 - [047 - [054 - |0&1 - |069 - [076 ac |0.76 ac
Z byojo3s - (042 - 048 - (053 - |081 - |ogg - |0B4 - |099 ac (059 ac
_§ 080(035 - [p42 - |0A49% - |0OS56 - |ogese - |06 - |089 - (1,22 ac |[1.22 a
>ﬁ.é 0.90(0.35 0.42 0.49 0.56 0,70 0.83 1,03 1.34 1,34
1007035 - 042 - (045 - 056 - (074 - 081 - (s - 147 - 147 -
120/0,35 - |D42 - |048 - 056 - |074 - 091 - 1A - 117 - 1.71 -
150|035 - (042 - |049 - |056 - |074 - |081 - |[150 - |208 - |2.08 -
1]
% 0.30 0,41 0.66 0,73 1,06 1,40 1,99 258 2,59
b=
Pull-through resistance of component | according to EN 1999-1-4, chapter 8.3.3.1 or specifications of the
manufacturer of the aluminium structural sheeting.
Component |1 of steel S320G0 or SA50G0: the indicated values of the pull-out resistance Ngx can be increased by
8.0%.
Self-drilling screw
JT3-2H Plus 5,5xL JT6-2H Plus 5,5xL Annex 41
JT3-FR-2H Plus 5,5xL JT6-FR-2H Plus 5,5xL
With hexagon head or FR-head and seal washer = 2 11,0 mm

Z756763.13
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FR-Head

Materials

Fastener: stainless steel (1.4301 / 1.4567) — EN 10088
stainless steel (1.4401 / 1.4578) — EN 10088

Washer: stainless steel (1.4301) — EN 10088

with vulcanised EPDM seal

Component I: alumin

with Ry min = 165 N/mm?2 — EN 573

ium alloy

Component II: S235 — EN 10025-1

S280GD, S320GD — EN 10346

T25

Drilling capacit

It = 3,50 mm

T25

Timber substructures
for timber substructures no performance determined

= | 2063 [ 2075 | 2088 [ 2400 [ 2,13 | 2x1.25
nom = -
040|058 - |058 ac |058 ac |058 ac |058 ac |056 ac
050]073 - |073 ac |074 ac |077 ac |077 ac |07 ac
, 060|080 - |080 ac (087 ac (094 ac 094 ac |0.94 &
S 0, 70l108Y - |087 ac |099 ac (1,12 ac |12 ac |1,12 a
S 080[0%4 - (094 ac |12 ac (129 a (129 a [129 a
>aé 090112 149 - |1,36 - 151 a |151 a |[151 a
TP 12T - [ - 1,0u - 1,70 =1 1,/3 a A a
12001129 - |15 - |1,74 - |1.96 a |186 a - -
1501129 - 162 - |[194 - |227 =& - - - -
[}
E— 1,01 1,78 2,31 2.84 284 2,84
z

8.0%.

Full-through resistance of component | according to EN 1999-1-4, chapter 8.3.3.1 or specifications of the
manufacturer of the aluminium structural sheeting.

Component |1 of steel S320G0 or SA50G0: the indicated values of the pull-out resistance Nk can be increased by

Self-drilling screw

JT3-2H Plus 5,5xL
JT3-FR-2H Plus 5,5xL

JTB-2H Plus 5,5xL
JT6-FR-2H Plus 5,5xL

With hexagon head or FR-head and seal washer = 2 11,0 mm

Annex 42

Z56763.13
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ARR

Materials
Fastener: stainless steel (1.4301 / 1.4567) — EN 10088
stainless steel (1.4401 / 1.4578) — EN 10088
Washer: stainless steel (1.4301) — EN 10088
with vulcanised EPDM seal
Component |: aluminium alloy
with R min = 215 N/mm2 - EN 573
Component II: S235 — EN 10025-1
S280GD, S320GD — EN 10346
Drilling capacity It = 3,50 mm

Timber substructures
for timber substructures no performance determined

= 040 | 050 0.63 075 | o088 | 100 [ 125 | 150 | 200
nem = —
040|024 - (0,24 024 - |024 - |024 - |D24 ac |024 ac |024 ac 024 ac
050|048 - (048 046 - |053 - |0E1 - (069 ac 069 ac |069 ac |06 ac
, 060|048 - |055 055 - (o060 - [070 - (079 - (089 - |099 ac (089 ac
2 070{c4s - |055 064 - |0B9 - |078 - (086 - [108 - |129 ac [129 ac
& 080|046 - |055 064 - |078 - |083 - [093 - [126 - |159 ac [159 a
£ 080|048 0.55 0,64 0.73 087 1.00 138 175 175
Tuuju g - (LR u.bg - Uia - umn - [IE ] - 1,09 - (=N - 1.91 -
120/046 - |055 0g4 - |073 - |o8s - [118 - [171 - |e2s - |228 -
1.50(0468 - 055 064 - 073 - |0g6 - |118 - [195 - |271 - |271 -
1l
: 0,30 0,41 0,56 0,73 106 1,40 199 2,59 2,59
=

8.0%.

Full-through resistance of component | according to EN 1999-1-4, chapter 8.3.3.1 or specifications of the
manufacturer of the aluminium structural sheeting.

Component |1 of steel S320G0 or SA50G0: the indicated values of the pull-out resistance Ngx can be increased by

Self-drilling screw

JT3-2H Plus 5,5xL JTB-2H Plus 5,5xL
JT3-FR-2H Plus 5,5xL JT6-FR-2H Plus 5,5xL

With hexagon head or FR-head and seal washer = 2 11,0 mm

Annex 43
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FR-Head

T25

Materials
Fastener: stainless steel (1.4301 / 1.4567) — EN 10088
stainless steel (1.4401 / 1.4578) — EN 10088
Washer: stainless steel (1.4301) — EN 10088
with vulcanised EPDM seal
Component |: aluminium alloy
with R min = 215 N/mm2 - EN 573
Component II: S235 — EN 10025-1
S280GD, S320GD — EN 10346
Drilling capacity It = 3,50 mm

T25

for timber substructures no performance determined

Timber substructures

e 2x0.63 | 2075 | 2088 | 2¢1.00 | 2x113 | 2:d.25
nom = —
0401077 077 ac |077 ac |077 ac |077 ac |077 ac
0,501 0.96 097 ac (099 ac [1.00 ac |[100 ac |1.00 ac
. 0.80[1.05 106 ac 1,15 ac |1.23 ac (123 ac |1.23 a
S 0,7011,14 114 ac |130 ac |146 ac |146 a |146 a
5 080123 123 ac |146 ac |[168 a |168 a [168 a
>aé 0,90]1.46 1,56 1,77 198 a |198 a [198 =
1,0 1,00 1,90 - F¥s] - Parsa) =1 Pt s) a L0 a
1,20| 1,68 197 - |226 - |2585 a |255 a - -
150]1.68 211 - 12583 - |29 a - - - -
[}
E— 1,01 1,78 2,31 2.84 284 2,84
z

8.0%.

Full-through resistance of component | according to EN 1999-1-4, chapter 8.3.3.1 or specifications of the
manufacturer of the aluminium structural sheeting.

Component |1 of steel S320G0 or SA50G0: the indicated values of the pull-out resistance Nk can be increased by

Self-drilling screw

JT3-2H Plus 5,5xL
JT3-FR-2H Plus 5,5xL

JTB-2H Plus 5,5xL

JTE-FR-2H Plus 5,5xL

With hexagon head or FR-head and seal washer = 2 11,0 mm

Annex 44
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