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3-year FEIN PLUS 
warranty
including battery and charger 
(if registered online)

Try now as rental equip-
ment

Comprehensive equipment and 
product training at your con-
struction site by the EJOT team

Application range 

 > �For�efficient�fastening�of�belted�EJOT�Dabo® screws up to 
160 mm length with EJOT® stress plate HTV 82/40

 > �Modification�for�TKR/HTV�82/40�TK�combination� 
on request

Properties

 > Suitable for building sites, robust design
 >  Screw and stress plate fed automatically
 > �Due�to�the�depth�stop,�screws�can�not�be�overwound
 > Stress plate collator capacity 100 washers
 > Dabo�collator�capacity�75�screws
 > �Depth�stop�for�proper�adjustment�of�the�screw-in�depth
 > Protective insulation / interference-free
 >  3-year FEIN PLUS warranty for drive unit including battery 
and charger (if registered online) 

Benefits

 > �Up�to�5�times�higher�fastening�performance�compared�to�
conventional fastening solutions

 >  Fatigue-free working in upright position with consistently high 
installation performance

 > �Highest�grade�of�reliability:�EJOT�Dabo® screw is always 
fastened at right angles to the roof surface

EJOT® installation tool ECOSET        

Included in delivery

1  installation tool  
(incl. screwgun, socket/bit and 
depth stop)

1 tool kit
1 spray oil
1 operating manual

Order description
PU
[pieces]

Price/1
[EUR]

Article number EAN

EJOT installation tool ECOSET (18-V battery drive) 1 9 153 100 000 4061245020310

Accessories

Socket A/F8-1/4“x30 1 9 150 315 001 4061245021003

Bit PH 2 - 1/4“ x 30 1 9 150 006 000 4061245021010

Transport box 1 9 151 106 000 4061245020419

Spray oil 100 ml 1 9 150 911 000 4017777216004

Battery pack 18V / 5.0 Ah 1 9 154 200 005 4014586882758

Rapid charger ALG 30 1 9 154 200 006 4014586863986

Cross references 

Stress plate HTV 82/40 
Stress plate HTE 82/40  
Stress�plate�HTV�82/40�TK��
Dabo®�screw�SW�8�RT-4.8�
Dabo®�screw�SW�8�RT-4.8�
Dabo®�screw�TKR-4.8�
Dabo®�screw�TKE-4.8�

Technical data

Battery voltage 18 V

Load speed 0-1500 rpm

Idle speed  0-1700 rpm

Max. torque (hard/soft)  30/10 Nm
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